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2.0 SAFETY INFORMATION 

Ensure that you have read and understood this User Manual before installing and operating the S-

Jet600 Printer Hardware. Additionally, make note of the following important points: 

Read the relevant Material Product Data Sheet (MSDS) before storing, handling, transporting, or 

using the ink cartridges. 

Do not open any enclosed components of the controller or printheads. There are no user-

serviceable parts present inside the controller or printheads. 

Make sure that the power switch located at the top right side of the printer is turned OFF before 

connecting the power cord to the printer or to the power source. Also, ensure that the local power 

plug is connected properly. 

Turn OFF the power switch and disconnect the power cord before performing any of the following: 

Opening the printer cabinet 

Making any external wiring connections 

Connecting or disconnecting a printhead 

Connecting or disconnecting any photocell, shaft encoder, camera, warning light or other 

component connected to the printer. 

Removing and/or installing a print cartridge 

Ensure that all the external cables, including the power cable, are braced and hidden from the 

printed products and the conveyors, to avoid contact. 

Use only lint-free wipes to clean the cartridge nozzles. 

Ensure that proper adjustment and alignment of the printheads are done to protect them from 

contact with side rails and product guides. 

Recycle empty ink cartridges according to local regulations. 

Any faults or problems that can negatively affect safety must be repaired immediately. These 

include, but are not limited to, the following:  

- Plugs  

- Cables  

- Enclosures  

Movable mechanical components (such as measuring wheels, shaft encoder)  

In the case of a defect, the S-Jet600 must be immediately shut down and only allowed to be 

restarted after it has been properly repaired 

During installation, ensure that the cartridges can be replaced without the risk of injury from moving 

machine parts 
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3.0 AUDIENCE 

This User Manual is intended for the users of the S-Jet 600 Printer. This Manual guides you 

through the process of installing the printhead and configuring the S-Jet 600 Printer, as well as 

the usage of Sellenis Printer Control Software. 

4.0 COPYRIGHT: 

Copyright © Sellenis Ltd 2019. The contents of this manual are subject to revision without prior 

notice. Sellenis is a registered trademark of Sellenis Limited UK. The information in this manual is 

subject to change without notice.  

All other trademarks belong to their respective owners 

This manual could include technical or other inaccuracies or typographical errors. Changes are 

periodically added to the information herein; these changes will be incorporated in future revisions 

of the manual. Sellenis may make improvements and/or changes in the use, specifications, or 

operations described in this publication at any time. 

5.0 DISCLAIMER: 

Sellenis has made every effort to ensure that this Manual is accurate; Sellenis disclaims liability for 

any inaccuracies or omissions that may have occurred. 

Sellenis does not warrant that the hardware will work properly in all environments and applications, 

and makes no warranty and representation, either implied or expressed, with respect to the quality, 

performance, merchantability, or fitness for a particular purpose. 

Sellenis reserves the right to make improvements to this Userôs Manual and/or to the products 

described in this Userôs Manual at any time without notice.  
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6.0 SECTION 1: S-JET 600 PRINTER HARDWARE 

 Overview 

The S-Jet 600 Printers are high-speed range industrial digital printers from Sellenis Ltd. These 

printers use the HP TIJ 2.5 ink jet technology. The S-Jet 600 Printers are designed to meet your 

Online, Live, Hands-Free Coding, and Marking applications. 

 Key Features 

The following are the key features of S-Jet 600 Printer: 

¶ Comes with an intuitive and easy-to-learn icon-based graphical user interface (GUI) 

software that minimizes operator training. 

¶ Provides extensive support for barcodes including 1D, 2D, and postal formats. 

¶ Possesses the ability to print 60, 80, 100, 120, 150, 200, 300, 400 and 600 horizontal dots 

per Inch (DPI) at both 300 and 600 vertical DPIs: 

¶ Supports GS1 and item-level serialization 

¶ Works in conjunction with camera vision to READ, PRINT, VERIFY,  

¶ Works in conjunction with camera vision to read at speeds 1D, 2D, OCR & OCV 

¶ Works in conjunction with camera vision to produce reports for pass-and-fail codes for the 

purpose of Track and Trace 

¶ Incorporates Sellenisô printer Windows driver to allow remote printing from Windows type 

label creator/editor software, such as Nicelabel, Flexmail and Bartender 

¶ Allows remote printing and control from customersô PCs or PLC using Sellenisô remote 

TCP/IP and RS232 protocol  

¶ Prints labels incorporating texts, images, logos, barcodes up to 150 mm high, depending 

on printer system configuration (i.e., number of cartridges being installed) 

¶ Interfaces, communicates, receives, and prints data from External Serial Devices such as 

weigh scales, barcode scanners, magnetic card readers, etc. 

¶ Prints from databases 

¶ Performs 32% faster than other printers (165 feet/min at 600 DPI to 660 feet/min at 150 

DPI). 

¶ Offers very fast (double competitorsô) speed at 300 dpi horizontal resolution 

¶ Offers international character support 

¶ Offers unlimited variable data and unlimited image width 

¶ Offers an image height up to 150 mm 

¶ Has a robust printer controller 

¶ Provides flexible print options 
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7.0 SECTION 2: INSTALLATION 

 This section details the process to be followed while installing the 
printhead. 

 Mounting the controller 

The Printer controller needs to be mounted in the controller plate, within the dimensions as depicted 

on the following  

Figure 7-1, Controller mounting plate 

 
 
 
 
 
 
 
 

 

 

Connections of the various inputs/outputs to the printer controller 

The connectors for the various inputs and outputs of the S-Jet 600 are located on the back panel 

of the printer controller, as shown below: 
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The connection to the electrical mains is situated at the top right-hand side of the controller 

enclosure, as shown below: Please ensure the switch is set to off (zero) before connecting the 

mains cable. 

Figure 7-2, Mains power 

 
 
 
 
 
 
 

 

The ethernet and the USB connections are situated at the bottom right side of the controller, as 

shown below:  

Figure 7-3, controller front 

 

 

 

 

 

 

The connectorsô panel at the back of the printer controller can provide up to 14 connectors. The 

number of connectors provided depends on the printer model ordered.  The label on the back panel 

describes, in icon mode, the function of each connection.   The connections are in pairs, except for 

the printheads, as up to four printheads can be connected to the controller, as shown below.  

Figure 7-4 I/Oôs Connections  
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Therefore, if your system is installed and printing only on one production line (one conveyor belt), 

then except for the printheads and the cameras, all other associated elements should be connected 

to connectors designated as 1. These are located at the bottom row of the connector panel and 

shown below as 1, 2, 4 and 7 which are respectively Warning (ñtraffic lightò) 1; line stop 1; shaft 

encode 1 and photocell 1. 

Figure 7-5, Back of controller 

 

 

 

 

 

 

 

 

 

 

 

 

 

The following table lists the description of the connections according to the connection socket 

locations provided in the printer hardware: 

Note: Please do not connect or disconnect any of the elements listed below before you switch off 

the electrical mains power to the controller by ensuring the power switch is pressed to the zero (0) 

position, so as to prevent any electrical damage to the printer system electronics.   
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Table 7-1, Connections 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Location Icon Description 

1 
 

Lampstack 1 

2 
 

Line Stop 1 

3 
 

Printhead 4 

4 
 

Shaft Encoder 1 

5 
 

Printhead 1 

6 
 

Camera 1 trigger 

7 
 

Photocell 1 

8 
 

Lampstack 2 

9 
 

Line Stop 2 

10 
 

Printhead 3 

11 
 

Shaft Encoder 2 

12 
 

Printhead 2 

13 
 

Camera 2 trigger 

14 
 

Photocell 2 
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 Installing a Printhead Cartridge 

Once all the necessary connections are made, as explained in the previous section, the cartridge 

has to be installed in the printhead. To install the cartridge in the printhead, perform the following 

procedure: 

 Unpack the cartridge. 

 

 

 

 

 

 Pull down the rear clip of the plastic shield and open it by holding the body of the 

cartridge. 

 

 Pull the tab at the end remove protective film that covers the nozzle plate and electrical 

contacts. 
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 Insert the cartridge into the printhead at a 45° angle 

 

 

 

 

 

 

 

 

 

Note: Ensure that the print nozzle extension passes through the square hole in the printhead 

faceplate. 

 Rotate the cartridge down until it is seated in the printhead housing. 

 

 

 

 

 

 

Warning: Do not use excessive force when inserting the cartridge because it may damage the 

cartridge. 

 With your thumb on the cartridge top end, push/press the cartridge until you feel a firm 

click. 

 
 

 
 
 
 
 
 
 

The cartridge is now secure against the location datums. 
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 To remove the cartridges, push down slowly on the cartridge holding lever as shown 

below (1). Please do not use excessive force. Then hold the cartridge as shown below (2) 

ready to pull it up 

 

 

 

 

 

 

 

 Now lift the cartridge while rotating it forward to free it from the base plate. 

 

 

 

 

 

 

 

 

 

 

 Rotate the cartridge forward then pull it out  
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8.0 SECTION 3: OPERATING THE PRINTER HARDWARE 

 This section details the process of operating the printer hardware. 

 Power On/Off the Printer 

Once the connections are made and the cartridge is placed in its location, the printer can be turned 

on. Perform the following procedure to switch on the printer: 

 Plug the printer to the main power. 

The range of Voltage, Frequency, and Power required for the flawless operation of the printer, is 

as follows: 

¶ Voltage: 85 ï 264 VAC 

¶ Frequency: 47 ï 64 Hz 

¶ Power: 225 VA MAX 

 

 Turn the power switch to ON position. 

 
 
 
 

 

The blue LED light on the left top side of the monitor screen is turned on, indicating that the power 

is ON. Once the power is on, the computer battery starts to recharge. 

 Press and hold the button on the top left of the unit for approximately 15 to 30 seconds 

to turn on the printer. 

 

 

 

 

 

 

Note: If the printer is left unplugged for a long period of time, the computer battery may become 

drained. In such cases, the computer will not boot up immediately after you turn on the printer. If 

you encounter this problem, leave the unit plugged in and turned on for 15-30 minutes. 
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 ADDITIONAL INFORMATION 

This section provides you an insight to the general printer hardware parts information and the 

voltage rating information. 

 List of Parts 

The parts supplied with the printer hardware vary, depending on the configuration you have chosen. 

The details of the parts of a printer version are detailed in the price catalogue  

 Voltage Rating Information 

The S-Jet 600 Printer has the following voltage specifications: 

Table 8-1, Voltage specification 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 

Item Value 

Voltage  85 ï 264 VAC 

Frequency  47 ï 63 Hz 

Power  225 W MAX 

Controller Weight 5 Kg (11 lbs.) 
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9.0 SECTION 4: SELLENIS PRINTER CONTROL SOFTWARE 

 Overview 

The S-Jet 600 Printer is also associated with the Sellenis Printer Control software, which aids 

in pre-setting the printer functions before operating the printer. 

 Key Features 

The following are the key features of S-Jet 600 Printer Control Software: 

¶ The printer control has a multilingual interface 

¶ User friendly printer configuration 

¶ Offers secure login with multi-user support 

¶ Intuitive Template definition screen 

 Software Installation 

The Sellenis Printer Control software can be installed on your PC running on Microsoft Windows 

XP, Vista, 7, 8, or 10. The recommended operating system is Windows 8. The software comes with 

a one-click installer (executable .exe file) along with the printer hardware. To install the Sellenis 

Printer Control software from a location, where the executable (.exe) is placed, perform the 

following procedure: 

Navigate to the location/folder where the Sellenis Printer Control software executable file is 

placed. 

 Double click the S-Jet600.exe file. 

 

 

 

 

 

 The installation is invoked and the following screen is displayed. 
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 Once the initial extraction is complete, the Welcome screen of the installer is 

displayed. 

 

 

 

 

 

 

 

 

 Click Next button. The Select Installation Folder screen is displayed. 

 

 

 

 

 

 

 

 

 Click Next button. Once you have selected the installation location, the Confirm 

Installation screen is displayed. 
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 Click Next button. The installation begins. 

 
 
 
 
 
 

 

 

 

 

 Once completed, the Installation Complete screen is displayed. 

 

 

 

 

 

 

 

 

 Click Close button. The S-Jet 600 installation is initiated.  

Note: The subsequent steps are performed only during your first installation or during an installation 

after which you have removed the Sellenis Printer Control software folder and associated files 

from your computer. 
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 Click Install button. The installation has started, and the following screen is displayed. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Once the installation is completed, the application Welcome screen with Login icon is displayed. 
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10.0 SECTION 5: ACCESSING THE APPLICATION 

Once installed, the Sellenis Printer Control software can be accessed by double clicking the 

application icon, on your computer. 

Figure 10-1, Controller front screen 

 

 

 

 

 

 

 

 

The application opens the Welcome screen with Login icon, Power Off icon, and the option to 

select your preferred language from a drop-down menu, as depicted in the following Figure 10-1 

Figure 10-2, Language selection 

 

 

 

 

 

You can click any flag to choose the corresponding language. The currently supported languages 

are UK English, US English, Chinese, Russian, German, French, Polish, Spanish, Portuguese, 

Turkish, and Arabic. 

 Login to the Application 

You can access the application functionalities by logging into the application. To login to the 

Sellenis Printer Control software, perform the following procedure: 

 Click the  icon. 

The onscreen alphanumeric keyboard is displayed. 

For more details on the keyboards, refer to Onscreen Keypads section in Appendix 7. 
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If you have more than one user set up in the software, an option to select a required user is 

displayed as depicted in the following figure, upon clicking this icon: 

 Enter the login key in the keypad and click  icon. 

Important: The default login key of the Administrator account is ñ1234.ò It is recommended that 

you change this after your initial login. 

You are logged into the Sellenis Printer Control software. 

Once logged in, the following screen is displayed. 

Figure 10-3, S-Jet software screen 

 
 

 

 

 

 

 

The following are the icons present in the home screen and their respective functionalities. You can 

click the hyperlink to navigate to each section: 

¶   Account Manager 

¶   Printer Configuration 

¶   Printing Process 

¶   Import Files and Folders 

¶   Event Log 

¶   Labels, Layout, and Templates 

¶   Ink cartridge information 

 

¶   Logout and Power Off 

 

 

 

¶ Track & Trace 
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11.0 SECTION 6: ACCOUNT MANAGER 

The Account Manager section enables you to control all the user accounts. Users with Administrator 

privileges can create new users, change users, delete users, and edit the access privileges of 

users. 

From the Home screen of the Sellenis Printer Control software, you can click the  icon to 

access the Account Manager section. The Account Manager section is displayed as follows: 

Figure 11-1, Access 

 

 

 

 

 

 

 

 

 

From the Account Manager section, you can access the following functionalities, if you have 

Administrator privileges: 

¶ Adding Users 

¶ Changing Users 

¶ Deleting Users 

 Adding Users 

From the Account Manager section, the Administrator adds new users by entering their names, pin 

codes, and privileges. To add a new user, perform the following procedure: 

¶ Click Add button 

¶ Click the User Name field. 

¶ The onscreen keypad is displayed. 

¶ Enter the name of the new user, using the onscreen keypad, and click the  icon. 

¶ The user name is displayed in the User Name field. 

¶ Click the Pin Code field. 

¶ The onscreen keypad is displayed. 

¶ Enter a pin code for the new user, using the onscreen keypad, and click the  icon. 
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¶ The pin code is displayed in the Pin Code field. 

¶ Select the check boxes adjacent to the user privileges in each category that you want to 

assign to the new user.  

Figure 11-2, Access screen 

 

 

 

 

 

 

 

 Click Save button. The new user details are now saved. 

While at the Account Manager section, at any point of time, click Cancel button to go back to 

previous account manager screen then press exit button to go back to the application Home 

screen. 

Figure 11-3, Access screen 

 

 

 

 

 

 

 Changing Users 

Change Users option enables you to update the User Name, Pin Code, or user privileges 

associated with a user account. To update the details of an existing user, perform the following 

procedure: 

¶ Click the name of the User, for whom you want to update the details, from the Users list. 

¶ Note: You cannot edit the Administrator details. 

¶ Click update button to update the details of the user. You can update the User Name, Pin 

Code, and user privileges. 

¶ Click save button to confirm and save the changes. The user details are updated 
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Figure 11-4, Access screen 

 

 

 

 

 

While at the Account Manager section, at any point of time, click Cancel button to go back to 

previous account manager screen, then press exit button to go back to the application Home 

screen. 

 Deleting Users 

You can delete an existing user if you no longer require the user account. To delete an existing 

user from the Account Manager section, perform the following procedure: 

¶ Click the name of the User who you want to remove from the Users list. 

¶ Note: You cannot remove the Administrator user account. 

¶ Click Delete button. A confirmation message is displayed. 

¶ Click Yes button. The selected user account is removed. 

While at the Account Manager section, at any point of time, click Cancel button to go back to 

previous account manager screen, then press exit button to go back to the application Home 

screen. 

Warning: Deleting a user account removes all the information associated with the user. This action 

is irreversible 

Figure 11-5, Deleting user 
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Below are descriptions of all the privileges that can be set for a user. 

¶ [ADMIN] User Account ï Account manager privileges 

¶ [ADMIN] Operating Settings ï configuration screen privileges 

¶ [SOFTWARE] Minimize Window ï minimize window privileges 

¶ [SOFTWARE] Exit from User ï exit from user privileges. If necessary, need to input 

Administrator password. 

¶ [PRINT] USB Import ï NOTHING 

¶ [PRINT] Load / Print ï Load templates privileges 

¶ [LOGGER] View ï View printer log and track log privileges 

¶ [LOGGER] Report ï Create log privileges 

¶ [CONFIG] Full Access - NOTHING 

¶ [EDITOR] USB Import - NOTHING 

¶ [EDITOR] Load/Edit/Save ï template privileges 
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12.0 SECTION 7: PRINTER CONFIGURATION 

The Printer Configuration section enables you to manage the printheads, create the groups, set 

the printer resolution, manage the cartridge settings, manage the print mode settings, pre-set the 

group print offset, and so on. When the printing process is initiated, the printer hardware performs 

according to the instructions you have updated in this section. Therefore, this section completely 

handles the hardware operation. 

From the Home screen of the Sellenis Printer Control software, click the  icon to access the 

Printer Configuration section. The Printer Configuration section is displayed as follows: 

Figure 12-1, Printer configuration 

 

 

 

 

 

 

 

 

 

 

 

From the Printer Configuration screen, you can access the following functionalities: 

¶ Group Combinations 

¶ Firing Voltage 

¶ Print and Verify 

¶ Group Print Offsets 

¶ Printer Resolution Settings 

¶ Simulator Settings 

¶ Printing Mode Setting 

¶ Cartridge Purge Settings 
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 Group Combinations 

The Sellenis S-Jet 600 series printer operates on various combinations of printheads. One 

printhead (one group) of four pens are stitched together to provide a maximum print height of 50.8 

mm. You can pre-set the number of groups, edit the grouping options, toggle orientation, and toggle 

the direction of production line/conveyor belt from this section. 

Click the text box adjacent to the Number of Printheads field, to select the required number of 

printheads. Upon clicking, the numbers toggle between 1 and 4, and the printheads are selected 

according to the number displayed. 

Figure 12-2, Pen configurations 
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Click the text box adjacent to the Number of Groups field to select the required number of groups. 

Upon clicking, the numbers toggle between 1 and 4, and the groups are created according to the 

number displayed. 

Figure 12-3, group setting 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 12-4, Group setup 

 

 

 

 

 

 

 

 

The number of groups permissible is dependent on the number of printheads selected. That is, the 

number of groups possible is equal to the number of printheads selected. 

 Click the  icon adjacent to the Grouping Options field to move the printheads 

between different groups. 

Note: The grouping options are enabled only if the number of printheads selected is more than the 

number of groups created. 
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Example: If you have selected four printheads and three groups, the Grouping Options available 

are as follows: 

Figure 12-5, Option 1:  

 

 

 

 

 

Figure 12-6, Option 2:  

 

 

 

 

 

Figure 12-7, Option 3:  
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 Global Orientation and Direction 

 Click the  icon or the  icon to toggle the print orientation between Normal and 

Inverted. 

 The default orientation is  (normal). 

The orientation selection is available for each group you have created. 

 Click the  icon or the  icon to toggle the substrate/conveyor belt direction 

between Left to Right and Right to Left. 

 The default direction is  (left to right). 

The direction selection is available for each group you have created. 

 Firing Voltage 

The firing voltage is set automatically by the Sellenis software every time it reads a cartridge.  

The user can then change the firing voltage by +/- 1 volt. The user can do this from the Print 

Configuration section. You can access the Firing Voltage section by clicking the  icon from the 

Print Configuration header bar. Upon clicking this icon, the Firing Voltage section is displayed: 

Figure 12-8,Firing voltage setup 
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The default voltage from the cartridges is, as previously noted, automatically read and displayed in 

this section. The user can update change this voltage by +/- 1 volt by performing the following 

procedure: 

 Click the text field adjacent to the Firing Voltage field and enter the required voltage 

using numeric keypad. 

 Click the text field adjacent to the Voltage Pulse Length field and enter the required 

voltage using numeric keypad. 

 You can also use the  and  icons to increase or decrease the voltage pulse 

length. 

Note: The maximum available voltage pulse length is 2.3us. 

 Click and select the check box adjacent to the Pulse Warming field if you want to 

enable pulse warming and thereby decrease wait time. 

 Click and select the required Active Nozzle Row. The user can select which nozzle 

row to be used when printing in vertical resolution of 300 dpi or less 

 To know more about the alphanumeric keypad and the numeric keypad, refer to 

Onscreen Keypads section in Appendix 7. 
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 Group Print Offsets  

The Group Print Offsets section enables you to align the print from the cartridges or pens in a 

group. The S-Jet 600 series printers support horizontal and vertical alignment. 

You can access the Group Print Offsets section of the Sellenis Printer Control software by 

clicking the  icon from the Print Configuration header bar. The Group Print Offsets section is 

displayed as follows: 

Figure 12-9, Group print offsets 

 

 

 

 

 

 

 

 

 

 

The number of groups displayed on this screen depends upon the number of groups created in the 

Group Combinations section. For more information, refer to Group Combinations section. If you 

have created two groups and two numbers of printheads are assigned to each group using 

Grouping Options, the Group Print Offsets section is displayed as follows:  

Figure 12-10, Group print offsets 

 

 
 
 
 

 
 

 

 
 

 



 

Registered Office: 29 High Street, Harston, Cambridge, England, CB22 7PX, 

Copyright © Sellenis Ltd 2020 
Page 34 

 Set Up the Print Position 

You can set up the print position of each group by performing the following procedure: 

 Click the text field adjacent to the Group1 field. 

 The numeric keypad is displayed. 

 Enter the required delay distance in millimeters, from photocell detector to print start 

position (i.e., to pen number 1). 

 This allows you to position the start of the printing at the required place on the product. 

 Click the text field adjacent to the Spacing1 field. 

 The numeric keypad is displayed. 

 Enter the required spacing between the cartridges. 

Note: The default spacing is set to 26 mm, which is the design pitch/spacing between cartridges. 

Perform this procedure for all the Groups that you have created. 

To know more about the alphanumeric keypad and the numeric keypad, refer to the Onscreen 

Keypads in Appendix 7 
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 Print Stitching  

To print text, barcodes, or images that have height more than 12.7 mm when using HP2.5 TIJ 

technology requires the use of a printer incorporating 2, 3, or 4 pens (cartridges). A single pen can 

only print a maximum height of 12.7 mm. For the print from 2, 3, or 4 cartridges to be aligned so as 

to form a single image without white or dark lines requires precise vertical and horizontal alignment 

between the pens or cartridges. 

 Set Up Pen Stroke Delay (Horizontal Print Stitching/Alignment) 

 The Pen Stroke Delay (horizontal print stitching/alignment) is an electronic horizontal 

alignment between the cartridges. To set up a pen stroke delay, perform the following 

procedure: 

 Click the text field adjacent to the cartridge name, under Pen Stroke Delay. 

 The numeric keypad is displayed. 

 Enter the print delay between cartridges, in pixels. 

 This ensures that the prints from all the cartridges are properly aligned to form a single 

continuous label or image. 

 Perform this procedure for all the cartridges that you have selected. 

 To know more about the alphanumeric keypad and the numeric keypad, refer to 

Onscreen Keypads section in Appendix 7 

 Set Up Vertical Alignment 

 The Vertical Alignment is the electronic vertical alignment between cartridges. To set 

up the vertical alignment, perform the following procedure: 

 Click the text field adjacent to the cartridge name, under Vertical Alignment. 

 The numeric keypad is displayed. 

 Enter the vertical overlap or underlap between prints from neighbouring cartridges. 

 This ensures that there are no dark or white lines printed in the output. 

Note: The vertical alignment is applicable only if you have multiple cartridges present in a group. 
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 Printer Global Resolution Settings 

The Printer Global Resolution Settings section enable you to control the horizontal and vertical print 

resolutions. You can access the Printer Resolution Settings section by clicking the  icon from 

the Print Configuration header bar. The Printer Global Resolution Settings section is displayed as 

follows: 

Figure 12-11, Printer global resolution setting 

 

 

 

 

 

 

 

From the Printer Resolution Settings section, you can perform the following: 

 Click and select the Horizontal Print Resolution. The available options are 60 dpi, 

80 dpi, 100 dpi, 120 dpi, 150 dpi, 200 dpi, 300 dpi, 400 dpi and 600 dpi. 

 Click and select the Vertical Print Resolution. The available options are 300 dpi and 

600 dpi. 

 Click the  icon or the text field adjacent to the SENC Direction field to toggle the 

SENC direction as AB and BA. 

 Click the  icon or the text field adjacent to the Photocell field to toggle the photocell 

as Normal or Inverted. 

 Click text field adjacent to the Photocell Mask field.  

The photocell mask setting is the deactivation of the photocell sensor (directly after triggering the 

print) for a determined length (normally the length in mm of the product being printed). The photocell 

sensor will be deactivated for the length that has been entered in the Photocell Mask field. This 

prevents a further print from being unintentionally triggered, for example through a bright/dark 

transition (of a print) on the product (like an address window in an envelope) 

 Enter the required Photocell Mask value in millimeters (mm). 

 To know more about the alphanumeric keypad and the numeric keypad, refer to the 

Onscreen Keypads section in Appendix 7 
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 Use of Various Shaft Encoders & Friction Wheels 

The Sellenis printer provides an input/connection for an incremental quadrature shaft encoder. 

The standard recommended shaft encoder and associated friction wheel are 5000 pulses per 

revolution (PPR) and 200 mm circumference, respectively.  This combination of standard shaft 

encoder and friction wheel gives a 25 pulses per mm PPM) (which is 5000 pulses/200 mm=25 

ppm).   

There are some installations where there is a need to use different incremental quadrature shaft 

encoders and different friction wheels from the recommended standard. To do this, our controllers 

provide ñStandard Settingsò and ñExtended Settings,ò see screenshot below. To display the 

ñExtended Settingsò screen, click ñExtended Settingsò and the below screen appears. If you are 

running our standard shaft encoder and wheel, click the ñStandard Settingsò on the screen below 

to go back to the standard setting screen shown above. 

Figure 12-12, Printer configuration  

 

 

 

 

 

 

 

 

 

 

In this screen, you can enter the PPM of your combination of shaft encoder and friction wheel. In 

this case, you do not need to enter the shaft encoder PPR or the wheel dimensions.  

Alternatively, if you know the specifications of the shaft encoder in terms of PPR and the wheel 

circumference in mm or the wheel diameter in mm, then you need to enter the PPR and one of the 

wheel dimensions either the circumference of the diameter (not both). If you enter the diameter, 

the software will automatically calculate the circumference. If you enter the circumference, the 

software will automatically calculate the diameter. Now, click the ñPulses per mmò and the PPM for 

the entered values will be calculated and displayed. 
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Figure 12-13, Printer configuration 

 

 

 

 

 

 

 

 

Note: Entering the shaft encoder PPR and the wheel circumference or diameter is only necessary 

if the value for the PPM is not known and therefore needs to be calculated automatically by the 

software given the shaft encoder and wheel specifications (Please see Appendix 12: Shaft Encoder 

and Friction Wheel Installation) 
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 Printing Mode Settings  

The Printing Mode Setting section enables you to select the mode of printing from the list of options. 

You can access the Printing Mode Setting section by clicking the  icon from the Print 

Configuration header bar. Upon clicking this icon, the Printing Mode Setting section is displayed: 

Figure 12-14, Printer configuration 

 
 
 
 
 
 
 
 

 

 Click the required printing mode by selecting the check box adjacent to the required 

print mode. The available options are: 

¶ Standard Printing 

¶ Repeat Printing 

¶ Simulated Printing 

¶ External (Serial) Device 

¶ Barcode Reader (for error free data entry) 

¶ Track & Trace Mode (with camera vision system) 

¶ Protocol Mode (printing from client offline pc or other production IT such as ERP) 

¶ Sellenis Windows Driver Mode (for use with Windows apps, such as Nicelabel, Bartender, 

Flexmail)   

 Select the check box adjacent to the Internal Shaft Encoder field to select the internal 

shaft encoder. 

 Select the check box adjacent to the Internal Photocell field to select the internal 

photocell. 

 Click the text field adjacent to the Simulated Speed field and enter the required 

simulated speed in milliseconds, using the numeric keypad. 

 Click the text field adjacent to the PEC Print Spacing field and enter the required 

simulated speed in millimeters, using the numeric keypad. 

Note: This option is enabled only if you have selected simulated printing as the printing mode. 
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 Click the text field adjacent to the Number of Repeats field and enter the required 

number of times you want to repeat the printing operation, using the numeric keypad. 

Note: This option is enabled only if you have selected Repeated Printing as the printing mode. 

 Click the text field adjacent to the Repeat Spacing field and enter the required repeat 

spacing in millimeters, using the numeric keypad.  

Important: The value of Print Spacing must be higher than the length or the print extent or print 

width of the template/label/image to be printed  

Note: This option is enabled, only if you have selected Repeated Printing as the printing mode. 

To know more about the alphanumeric keypad and the numeric keypad, refer to Onscreen Keypads 

section in Appendix 7. 
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 Simulated Printing Settings 

The Simulator associated with the Sellenis Printer Control software enables you to set the print 

without the aid of a physical shaft encoder or photocell. By setting the Simulator, the printer uses 

its own electronically generated inputs to provide continuous and constant speed printing. 

Warning: When printing using external photocell inputs, you should not use the Simulator 

functionality. 

You can access the Simulator Settings section by clicking the  icon from the Print Configuration 

header bar. The Simulator Settings section is displayed as follows: 

Figure 12-15, Printer configuration 

 

 

 

 

 

 

 

 

 

 

 To simulate printing, perform the following procedure: 

 Select the check box adjacent to the simulated printing field. 

Note: The Simulated Speed and Print Spacing fields are enabled only if you have selected the 

check box adjacent to the Simulate printing field. 

¶ Click the text field adjacent to the Simulated Speed field. The numeric keypad is displayed. 

¶ Enter the required print speed in meters/second. 

¶ Click the text field adjacent to the Print Spacing field. The numeric keypad is displayed. 

¶ Enter the required print spacing (or simulated product spacing) in millimeters. 

Important: The value of Print Spacing must be higher than the length or the print extent or print 

width of the template/label/image to be printed and the value of the Photocell Mask. 

To know more about the alphanumeric keypad and the numeric keypad, refer to the Onscreen 

Keypads section in Appendix  7. 
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 Standard Printing Settings 

Standard Printing is normally selected when printing on a live production line using external actual 

shaft encode and product sensor. In this configuration, the printing speed is set detected and set 

automatically by the external shaft encoder.  

In standard printing mode, the distance (offset) between the product sensor (photocell) and the first 

printhead needs to be set in the configuration screen., 

The Photocell mask must also be set and it is recommended that if not set to a value that is less 

than the average product spacing on the conveyor 

Figure 12-16, Printer configuration 

 

 

 

 

 

 

 

 

 Standard Printing Mode (with internal shaft encoder see also 
Appendix 10) 

Select this mode of printing only if the production line (conveyor belt) speed is constant. In this 

case, the print speed of the conveyor needs to be measured and set manually on the configuration 

screen. 

Figure 12-17, Printer configuration 
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 Repeat Printing Settings 

Note: Repeat printing mode must be implemented with real shaft encoder and real photocell sensor. 

It does not run with internal shaft encoder or internal photocell. 

Also Please note that ñRepeat spacingò is the distance from end of a template (not end of the image) 

to the start of the next template (not the start of next image). Therefore, if it is desired to have a 

narrow repeat spacing between repeat images, do not create a template with empty space at the 

start or end of a template 

Figure 12-18, Repeat printing 

 

 

 

 

 

 

 External Serial Devices Printing (see Appendix 2 for more details) 

Figure 12-19, External devices 

 

 

 

 

 

 

 

 Barcode reader error free data entry (see appendix 3 for more 
details) 

Figure 12-20, barcode reader 
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 Track & trace printing mode (see Appendix 4 for more details) 

Figure 12-21, Track and Trace set up 

 

 

 

 

 

 

 

 Protocol Mode (see Appendix 5 & separate Sellenis External 
Protocol Instruction Manual) 

Figure 12-22, Remote mode 
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 Cartridge Purge Settings 

Purging helps you to clear the cartridge nozzles and prevents the ink from drying and creating 

nozzle blockage. You can access the Cartridge Purge Settings section by clicking the  icon 

from the Print Configuration header bar. The Purge Settings section is displayed as follows: 

Figure 12-23, Purge set up  

 
 
 

 

 

 

 

You have the option to select either Manual Purging or Auto Purging individually for each cartridge. 

To set the purging options, perform the following procedure: 

 Select the checkbox adjacent to the Manual Purging field, if you want the purging 

to be initiated by a user. 

 Select the checkbox adjacent to the Auto Purging field, if you want the printer to 

perform purging automatically before the printing process initiates. 

 Click the text field adjacent to the Purge Line field and enter the required purge line 

using the numeric keypad. You can enter the purge lines differently for the cartridges. 

Note: The Purge Line value should be between 1 and 16. 

 Click the text field adjacent to the Timeout field and enter the required timeout using 

the numeric keypad. You can enter the timeout differently for the cartridges. 

Note: The timeout value should be between 1 and 255. 

 Click the text field adjacent to the Purge Offset field and enter the required purge 

offset value in millimeters, using the numeric keypad. You can enter the purge offset 

differently for the cartridges. 

To know more about the alphanumeric keypad and the numeric keypad, refer to Onscreen Keypads 

section in Appendix 7. 
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13.0 SECTION 8:  EDITING LABELS, LAYOUTS, OR TEMPLATES 

The Labels, Layout, and Templates section enables you to create labels, edit labels, save, save 

as, delete fields in a label, and upload labels. You can also select the layout, include text, barcodes, 

QR codes, and so on, from this section. 

From the Home screen of the Sellenis Printer Control software, you can click the  icon to 

access the Labels, Layout, and Templates section. The Labels, Layout, and Templates section is 

displayed as follows: 

Figure 13-1, Message creation 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

From the Labels, Layout, and Templates section, you can access the following functionalities: 

¶ Creating a New Template 

¶ Uploading an Existing template 

¶ Editing an Existing Template 

¶ Setting Template Properties 

¶ Deleting Elements in a Template 

¶ Copy and Paste Elements of a Template 

¶ Position, Align, Justify and Anchor Elements of a Template 

¶ Additional Options 
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 Functions of the template editor Icons: 

Table 13-1, Template functions 

 New template 

 Upload template from list of saved templates 

 Save template 

 Save as (template) 

 Delete the whole template 

 Delete selected element/field of a template 

 Add texts 

 Add counters; date & time; shift codes; user codes; external input devices; 

databases 

 Add 1D barcodes 

 Add 2D barcodes 

 Load database 

 Add images 

 Edit selected element or field of a template 

 Template field justification. Click this icon to place the selected 

element/field of a template within your selected area of the template 

Click all the fields in the template that you desire to align/justify together 

(left, right, top, bottom etc..).  then press  

 Select font properties 

 Zoom to 100% 

 Plus zoom 

 Minus zoom 

 Clockwise rotation 

 Anti-clockwise rotation 

 Copy & paste 

 Setting of local template properties  
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 Creating a New Template 

From the Labels, Layout, and Templates section, you can create new templates. The size and 

layout of the template is completely dependent on the number of cartridges selected, the number 

of groups created, and the grouping option selected. 

 For example: 

If four cartridges and one group are selected, the template will be as follows: 

Figure 13-2, Group one four cartridges 

 
 
 
 
 

 

If four cartridges and two groups are selected and the grouping option is 3:1, the template will be 

as follows: 

Figure 13-3, Two Group one four cartridges 

 

 
 
 
 

 

If four cartridges and two groups are selected and the grouping option is 2:2, the template will be 

as follows: 

Figure 13-4, Two Group one four cartridges 
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 Adding Text Data 

Adding text data helps you to include any text in the template by pre-setting the font size, margins, 

and other text effects. To enter the text data, perform the following procedure: 

 Click the  icon on the right margin of the Labels, Layout, and Templates section. 

 The alphanumeric keypad is displayed. 

 

 Enter the required text using the keypad. 

 The text is displayed in the template. You can use your mouse to click and place the 

text field in the required position. 

 Select the text field and click the  icon to update the font, font size, margins, and 

borders at top, bottom, left, and right, as well as set bold, italics, underline, superscript, or 

subscript. For more information, refer to Updating Font Information section below 
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 Adding Date & Time Stamps 

 Local Date & Time Format 

To select/add local date and time format, open the editor screen and click ñAdd Time Stampsò; see 

below Screenshot 

Figure 13-5, Local date and time stamps 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Once you click ñAdd Time Stamps,ò the screen appears. On this screen, select what you would like 

to be printed before the date and time. For example, ñmfg ñor ñexpò or create your own prefix by 

clicking the empty space next to Timestamp Prefix. The screen shown in figure below appears. 

Figure 13-6, Time stamp 
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Figure 13-7,Time stamp insertion 

 

 

 

 

 

 

 

 

Now click in the empty space next to ñTimestamp Prefixò (see above screenshot), the below 

screenshot appears. 

Figure 13-8, Time stamp insertion 

 
 
 

 
 
 
 
 
 
 
 
 

 
Next enter your preferred Prefix, ŦƻǊ ŜȄŀƳǇƭŜ ά.9{¢ .9Chw9Υέ see above screenshot, then press OK. The 
below screenshot appears 

 

Figure 13-9, Best before 

 
 
 
 
 
 
 
 
 
 
 
 
Now select your preferred date and time format by clicking on the space next to ñDate & Time 

Format,ò see screenshot above. Then tick the Real Date & Time box if you would like the date and 
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time constantly to update as per the real time clock. Also, if you select the default time then the 

date and time would be the current actual date and time shown on your controller 

Figure 13-10, Best Before  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
If you prefer a different date and time format to suit your location or country, then once you click 

the space next to ñDate & Time Format,ò the screenshot shown below appears. Click the down 

arrow of the space next to ñLocal\Locationò to open a drop-down list of languages. Select the 

desired language. 

Figure 13-11,Best Before 
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Next, click the arrow of the space next to ñMonthDay Namesò (see below screenshot), the drop-

down list of the type of fonts desired appears. Select your preferred font. Then select your preferred 

date and time format 

Figure 13-12, Best Before 

 
 
 
 
 
 
 
 
 
 
 
 

 
 

 Create your own Date & Time format 

To create your own desired date and time format, click ñNew Format,ò shown in above screenshot, 

the screenshot below appears. 

Figure 13-13, Bespoke Best before 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Select and click on the day, month, and year format desired from the selection on the left of the 

screen, and seconds, minutes, and hours on the right of the screen.  Select and press the required 

separator by clicking ñ.  / :  -  , or space (last blank square),ò see screenshot above. Thereafter, 

click to add the newly selected Date & Time Format is now added to the list, as shown in screenshot 

below. 

Now press OK if you would like the date and time to be displayed on your template in this new 

format. 
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 Adding Numeric Serializer 

The Add Numeric Serializer option allows you to create counters. To create a new counter, perform 

the following procedure: 

 Click the  icon on the right margin of the Labels, Layout, and Templates section 

and click Add Numeric Serializer. 

 The Create Counter section is displayed: 

Figure 13-14, Counter 

 

 

 

 

 

 

 

 

 Click the text box adjacent to the Current Value field to enter the current value of the 

counter, using a numeric keypad. 

 (Optional) Select the check box adjacent to the Hide Leading Zeros field to hide the 

zeroes present in front of the values in the Counter Preview. 

 Click the text box adjacent to the Number of Digits field to enter the required number 

of digits of the counter number, using a numeric keypad. 

Note: The Number of Digits field is disabled if you have selected the check box adjacent to the 

Hide Leading Zeros field. 

Click the text box adjacent to the Starting Value field to enter the starting value of the counter, 

using a numeric keypad. 

Click the text box adjacent to the Ending Value field to enter the ending value of the counter, using 

a numeric keypad. 

 Click the text box adjacent to the Step field to enter the value of the multiplier, using 

a numeric keypad. 

 Select the value of the Direction from the drop-down list. The available values are 

Increase and Decrease. 
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 Select the value of the Action on end from the drop-down list. The available values 

are Repeat Last, Rollover, and Stop Print. 

 Click the text box adjacent to the Repeat Count field to enter the ending value of the 

counter, using a numeric keypad. 

 Click the text box adjacent to the Repeat Num field to enter the ending value of the 

counter, using a numeric keypad. 

 Click the New button to enter the name of the new counter using an alphanumeric 

keypad. 

 Click the OK button to save and exit from the Create Counter section. 

 From the Create Counter section, you can select an existing counter and perform 

the following: 

 Edit the values and click the Change button to update the counter information. 

 Click the Delete button to remove the Counter. 

To know more about the alphanumeric keypad and the numeric keypad, refer to the Onscreen 

Keypads section in Appendix 7 
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 Adding Shift Codes 

The shift code functionality enables you to create multiple shift operations and to assign separate 

timings for each. To create shift codes, perform the following procedure: 

Click the  icon on the right margin of the Labels, Layout, and Templates section and click Add 

Shift Codes. 

Figure 13-15, The Creating Shift Code section is displayed: 

 

 
 
 
 

 

 
 

 Select the required clock from the Working Clock drop down list. The available values 

are Default Clock and Current Clock. 

 Select the required number of shifts from the Shift Table drop down. 

 Click the text box adjacent to each shift number and enter the shift code name using 

the alphanumeric keypad. 

 Select the start time and end time of each shift from the drop down. You also have the 

option to select AM or PM and minutes. 

 Click the New button. The alphanumeric keypad is displayed. 

 Enter the new Shift Group Name. 

 Click the OK button to save the details and exit from Creating Shift Code section. 

 From the Creating Shift Code section, you can also select an existing Shift Group 

Name and click the Delete button to remove the same. 

 

To know more about the alphanumeric keypad and the numeric keypad, refer to the Onscreen 

Keypads section in Appendix 7  
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 Adding User Codes 

You can create user codes by providing the Insert ID, Default Value, and User Prompt information. 

To create a new User Code, perform the following procedure: 

 Click the  icon on the right margin of the Labels, Layout, and Templates section 

and click Add User Codes. 

Figure 13-16, The User Code section is displayed: 

 
 
 
 
 
 

 

 
 
 

 Click the New button. The alphanumeric keypad is displayed.  

 Enter the User Code name. The value is displayed under the Insert ID field. 

 Click the cell under Default Value, adjacent to the new Insert ID. The alphanumeric 

keypad is displayed. 

 Enter the default value of the user code. 

 Click the cell under User Prompt, adjacent to the new Insert ID. The alphanumeric 

keypad is displayed. 

 Enter the user prompt value of the user code. 

 Click the Ok button to save the changes and exit from the User Code section. 

 You can enter multiple user codes. You can also delete an existing user code by 

selecting the user code and clicking the Delete button. 

 To know more about the alphanumeric keypad and the numeric keypad, refer to 

Onscreen Keypads section in Appendix 7 
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 Adding Vision Camera 

You can enter the camera information in the template by fetching the same from the camera device. 

To get this information into the template, a field needs to be inserted in the template that, upon 

printing, displays the data fetched from the camera. 

 Click the  icon on the right margin of the Labels, Layout, and Templates section 

and click the Vision Camera menu item. The selected information is imported and printed in 

the template. 

 Adding Magnetic Card Reader (MCR) 

 You can enter the MCR information in the template by fetching the same from the 

MCR device. To get this information in the template, a field needs to be inserted in the 

template that, upon printing, displays the data fetched from the MCR device. Click the  

icon on the right margin of the Labels, Layout, and Templates section and click Magnetic 

Card Reader menu item. The selected information is imported and printed in the template. 
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 Add Database 

The Add Database feature enables you to add a new database from your local machine and use 

the data for printing. To add a database, perform the following procedure: 

 Click the icon on the right margin of the Labels, Layout, and Templates 

section and click the Add  

Figure 13-17, Database menu item. The Database section is displayed. 

 

 

 

 

 

 

 

 

 

 

 Click the Load Database button to select a database previously saved/installed on 

the printer controller. 

The selected database is displayed in the Databases List pane. You can load multiple databases 

in this manner. 

Figure 13-18, Database 
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Select the check box adjacent to the Header field if you want the headers to be displayed in the 

columns of the database table. 

Click the drop-down list adjacent to the Field Separator field and select the required value. The 

available options are Comma, Semi Colon, and Tab. 

Click Add Field in the database list space, then click the drop-down arrow in the Field space.  

Figure 13-19, The Database fields are displayed in the list pane: 

 

 

 

 

 

 

 

 

Select/highlight and click the field you would like to include on your template.  Then click the drop-

down arrow of Select Field Type. The Database field types are displayed in the list pane. Select 

the required field type and press OK to include and display it on the template. 

Figure 13-20, Field type 

 

 

 

 

 

 

 

 

 

 

To print from a given record, enter the starting record number in the Starting Record field, using 

the numeric keypad. 
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Figure 13-21, Starting record 

 

 

 

 

 

 

 

 

 Example: If you want a selected row to be printed in 7th row of the template, enter the 

value 7 in both Starting Record and Ending Record fields. 

 Click the drop-down list adjacent to the Action on End field and select the required 

value. The available options are Continue and Stop Print. 

 Enter the number of times you want to repeat printing in the Repeat Count field, using 

the numeric keypad. 

 Click the OK button to save the values. You can also click the Database button to 

navigate back to the list of databases and View Database button to view the database details. 

Figure 13-22, The View Database section is displayed as depicted in the following sample image: 

 
 
 
 
 
 
 
 
 
 

The View Database section displays all the columns in the database with the values. You can click 

to select rows (use CTRL key to select multiple rows) and click the Print only selected row button 

to print the selected row or Print from selected row button to print the values starting from the 

selected row. 
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 Adding Single Dimensional (1D) Barcode 

You can develop barcode information and add it to the template with the aid of Sellenis Printer 

Control software. To create barcodes by providing detailed information, perform the following 

procedure: 

Figure 13-23, Adding barcode 

 

 

 

 

 

 

 

 

 

 

 

 

 

Click the  icon on the right margin of the Labels, Layout, and Templates section. The Creating 

Barcode section is displayed:  

Select the type of the barcode from the available list of items. 

Select the variable data from the Add variable data drop-down list. The available items are None, 

Variable Wizard, GS1 Wizard, and Database. 

Click the Barcode Data field to enter the barcode data, depending on the variable data you have 

selected, as follows: 

Enter the Barcode Data using the numeric keypad if you have selected None in the Add variable 

data field. To know more about the alphanumeric keypad and the numeric keypad, refer to the 

Onscreen Keypads section in Appendix 7 

Enter the Barcode Data through the Variable Wizard section if you have selected Variable Wizard 

in the Add variable data field. For more information, refer to the Variable Wizard section. 

Enter the Barcode Data through the GS1 Wizard section if you have selected GS1 Wizard in the 

Add variable data field. For more information, refer to the GS1 Wizard section. 
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Select the option to show or hide the human readable content from the barcode by selecting Show 

Human Readable or Hide Human Readable from the Human Readable drop-down list. 

Click text area adjacent to the Bar Height field to enter the bar height, using a numeric keypad. 

Click text area adjacent to the Bar Width field to enter the narrow bar width, using a numeric 

keypad. 

Select the option to perform auto parity check from the Auto Parity drop down list. The available 

options are Use Auto parity and No. 

Verify the barcode displayed in the Preview section. 

Click the OK button to save the details and exit the Creating Barcode section. The barcode with 

selected details is displayed in the template. 
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 Adding Two-Dimensional (2D) Barcode 

You can develop 2D barcode information and add it to the template with the aid of Sellenis Printer 

Control software. To create 2D barcodes by providing detailed information, perform the following 

procedure: 

 Click the  icon on the right margin of the Labels, Layout, and Templates section. 

The Creating Barcode section is displayed: 

Figure 13-24 

 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 Select the required 2D code type from the list. The available options are QR Code, 

DataMatrix, PDF417, Databar, Micro QR Code, MicroPDF417, and Aztec. 

 Select the variable data from the Add variable data drop down list. The available 

items are None, Variable Wizard, and GS1 Wizard. 

 Click the Barcode Data field to enter the barcode data, depending on the variable 

data you have selected, as follows: 

 Enter the Barcode Data using the numeric keypad, if you have selected None in the 

Add variable data field. To know more about the alphanumeric keypad and the numeric 

keypad, refer to the Onscreen Keypads section in Appendix 7 

 Enter the Barcode Data through the Variable Wizard section, if you have selected 

Variable Wizard in the Add variable data field. For more information, refer to the Variable 

Wizard section. 



 

Registered Office: 29 High Street, Harston, Cambridge, England, CB22 7PX, 

Copyright © Sellenis Ltd 2020 
Page 65 

 Enter the Barcode Data through the GS1 Wizard section if you have selected GS1 

Wizard in the Add variable data field. For more information, refer to the GS1 Wizard section. 

 Click the text area adjacent to the Module Size field and enter the module size, using 

the numeric keypad. 

 If you have selected the type as QR Code, you can also select the version number 

by selecting a value from the drop-down list. This list includes the options such as Default, 

21x21, and until 177x177. 

 Verify the barcode displayed in the Preview section. 

 Click the OK button to save the details and exit the Creating Barcode section. The 

barcode with selected details is displayed in the template 
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 Adding Images 

You can add images and use them in the template. To insert an image in the template, perform the 

following procedure: 

 Click the  icon on the right margin of the Labels, Layout, and Templates section. 

The image browser is displayed: 

Figure 13-25, Adding images 

 
 

 

 Navigate, locate, and click on the image. The image is displayed in the template. 

 Click the  icon to navigate back to the template editor. 

 Once all the required elements are entered in the template, you can click the  

icon to save the template after selecting the required location. 

 Editing an Existing Template 

 You can edit an existing template using the template editor. To edit an existing 

template, perform the following procedure: 

 Click  icon from the left margin of the Labels, Layout, and Templates section. 

  The Load Template browser is displayed. 

 Navigate, locate, and click on the template. The template is open for edit. 

 Click  button to save the template once edit operation is complete. 
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 Setting Template Properties 

You can pre-set the template properties, such as Print Delay, Orientation, Print Extent (template 

length), and vertical and horizontal resolutions before you initiate the printing process. To set these 

properties, perform the following procedure:  

  Click the icon  from the left margin of the Labels, Layout, and Templates 

section.  

Figure 13-26, The Template Properties section is displayed. 

 

 

 

 

 

 

 

 

 

 

In this screen you can set, then save, the following template properties such as vertical resolution 

by clicking the ñnot setò box in front of vertical. The following screen with dropdown selections is 

then displayed. Select the desired template resolution, then press ok. 

Figure 13-27, Local resolution 
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Thereafter, press the box with the ñnot setò in front of the horizontal. A drop down with 9 Horizontal 

resolutions is displayed, as shown in the following 2 screenshots. Select the desired horizontal 

resolution, then click OK. 

Figure 13-28, Resolution 

 

 

 

 

 

 

 

 

 

 

Figure 13-29, Resolution 
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Finally, select the print orientation for the selected number of groups. The screenshot below shows 

that only 1 group has been selected in the configuration screen. 

Figure 13-30,  

 

 

 

 

 

 

 

 

 

 

You can also set the print delay or offset (i.e., distance from photocell to pen#1) associated with 

the template. So, when you upload the template, the print delay/offset is set in the template 

properties.  

Note: the default print delay/offset in the template properties is set to Zero. There is also a global 

print delay/offset that can be set via the configuration screen (see below). Please note that the print 

delay set in the template properties and the one set in the global configuration screen add up. So, 

if in the template properties the delay is set to 30mm and in the global configuration screen it is set 

to 50mm, then the actual print delay is 30 + 50 = 80 mm.  

Please note that the global delay is, by default, set to zero, also. 

Figure 13-31, Delay settings 
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 Deleting a Whole Template 

You can remove/delete a whole unwanted template from the template list by executing the following 

steps:  

 Open the saved templates. 

 Select and load the template to be deleted. 

 Click and select the element you want to remove. 

 Click the  icon from the bottom left margin of the Labels, Layout, and Templates 

section. 

 The Confirm Delete warning is displayed. 

 Click on the warning message to delete the template. 

 Deleting Elements in a Template 

You can remove an unwanted element from a template under edit. To remove an element, perform 

the following procedure: 

 Click and select the element you want to remove. 

 Click the icon from the bottom right margin of the Labels, Layout, and 

Templates section. 

 The Confirm Delete warning is displayed. 

 Click on the warning message to remove the selected element from the template. 

 Additional Options 

Following additional options are present in the Labels, Layout, and Templates section. These 

options help you in editing the template. 
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 Aligning Template Content 

The Aligning Template Content option enables you to decide where exactly the labels should exist 

in the template. 

After selecting a label in the template, you can click the icon from the header bar of the 

Labels, Layout, and Templates section, the following screen is displayed: 

 

Figure 13-32, Alignment 

 

 

 

 

 

 

 

 

 

 

Now click on a field you would to align in the x, y and Z direction. You can also align several fields 

at the same by ticking the ñMulti selectò option. 

There are options for positioning a field in the left, centre, and right justification too as shown in the 

above scree as well as anchoring. 
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 Updating Font Information 

This section gives details about the font information and various options to manage text in a 

template. 

You can access the Font Information section by clicking  icon from the header bar of the Labels, 

Layout, and Templates section. The Font Information section is displayed as follows: 

Figure 13-33, Font  

 

 

 

 

 

 

 

 Select the TEXT you would like to change the font of. 

 Select the required font from the System Font List. 

 Click  icon to change the font style to Boldface. Once clicked, the icon changes 

to . 

 Click  icon to change the font style to Italicize. Once clicked, the icon changes 

to . 

 Click  icon to change the font style to Underlined. Once clicked, the icon changes 

to . 

 Click  icon to change the font style to superscript. Once clicked, the icon changes to 

. 

 

 Click  icon to change the font style to Subscript. Once clicked, the icon changes to 

. 
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 Click the text area adjacent to the Font Size field to enter the required size of the 

font using a Numeric Keypad. 

 Click the text area adjacent to the Border field of the Top grid to enter the required 

size of the top border using a Numeric Keypad. 

 Click the text area adjacent to the Margin field of the Top grid to enter the required 

size of the top margin using a Numeric Keypad. 

 Click the text area adjacent to the Border field of the Bottom grid to enter the 

required size of the bottom border using a Numeric Keypad. 

 Click the text area adjacent to the Margin field of the Bottom grid to enter the 

required size of the bottom margin using a Numeric Keypad. 

 Click the text area adjacent to the Border field of the Left grid to enter the required 

size of the left border using a Numeric Keypad. 

 Click the text area adjacent to the Margin field of the Left grid to enter the required 

size of the left margin using a Numeric Keypad. 

 Click the text area adjacent to the Border field of the Right grid to enter the required 

size of the right border using a Numeric Keypad. 

 Click the text area adjacent to the Margin field of the Right grid to enter the required 

size of the right margin using a Numeric Keypad. 

 Click on the field next to ñWidthò and enter a number to stretch/increase the width 

of the selected text as shown on the screen below. 

Figure 13-34 

 

 

 

 

 

 

 

 Click OK button to save the details and exit from the Font Information section. 

To know more about the alphanumeric keypad and the numeric keypad, refer to Onscreen Keypads 

section in Appendix 7. 
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 Zoom In, Zoom Out, and Default View 

While working on the template, you can click the  icon to zoom out,   icon to zoom in, and 

 icon to reset the zoom of the template. 

 Rotating a Selected Element 

While working on the template, you can select an element in the template and perform the following: 

 Click  icon to rotate the selected element in anti-clock wise direction. 

 Click  icon to rotate the selected element in clock wise direction. 

 Copy and Paste 

Select field to copy then click on this icon at the top left margin of the editor screen 

 

14.0 SECTION 9: PRINTING  

From the Home screen of the Sellenis Printer Control software, you can click  icon to access 

the Printing Process section. The Printing Process section is displayed as follows: 

Figure 14-1, Printing screen 

 

 

 

 

 

 

 

 

 

 

 

From the Printing Process section, you can access the following functionalities: 

¶ Loading Template 

¶ Print Controls 

¶ Print Status 

¶ Print Statistics 

¶ Print Event 
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 Loading Template 

The loading template functionality enables you to load a previously created template in the Printing 

Process section. The load process is essential, as the template has to be loaded before you are 

able to initiate the printing. To load a previously created template from the Printing Process section, 

perform the following procedure: 

 Click the  icon from the header bar of the Printing Process section. 

 The Load Template browser is displayed.Navigate, locate, and click on the required template. 

The template is loaded into the Printing Process section. 

 Print Controls 

The following are the icons/button that you can use to initiate and control the printing process. 

- Initiate Printing ï When clicked, the icon turns to . 

Warning: Ensure that the simulated printing is not activated before you initiate 

printing, unless you intend to carry out continuous simulated printing. For more 

information, refer to the Simulator Settings section. 

- Pause Printing ï If you pause printing, you can restart the sequence from where the 
sequence printing was paused. 

- Stop Printing ï When clicked, the icon turns to .Pressing this icon stops the 

printing process abruptly. 

 -  Purge Cartridge Nozzles ï When clicked, the icon turns to  and the option to 

select the cartridge to purge is displayed: 

Figure 14-2, Purging 

 

 

Click on the cartridge 1, 2, 3, 4, or ALL to initiate purging of the cartridge nozzles 1, 2, 3, 4, or ALL, 

respectively 
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 Print Status 

The Print Status section enables you to understand the details of the printing process as it 

progresses. You can access the Print Status section by clicking the  icon from the header bar 

of the Printing Process section. The Print Status section is displayed: 

Figure 14-3 Printing status 

 

 

 

 

 

 

 

The Print Status section displays the details related to the Printer status, cartridges, and so on.Click   

the icon to close the Print Status section.  

 Print Statistics 

The Print Statistics section provides you the details about the printing process. You can access the 

Print Statistics section by clicking the  icon from the header bar of the Printing Process section. 

The Print Statistics section is displayed: 

Figure 14-4, Printing statistics 

 
 
 
 
 

 

 

 

The Print Statistics section displays the details, such as Software version, Firmware version, 

Hardware version, Job name, Print start name, Run time, Product count, Product speed, Line 

Speed, and the Ink level of all the cartridges. 

Click the  icon to close the Print Statistics section. 
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 Print Event 

The Print Event section provides you the event log details of the printing process. You can access 

the Print Event section by clicking the  icon from the header bar of the Printing Process section. 

The Print Event section is displayed:  

Figure 14-5, Print event 

 

 

 

 

 

 

 

 

 

 

 

 

The Print Event section provides the details, such as time stamp, event name, template details, 

number of prints, and the information. 

Click the  icon to close the Print Event section. 

Additionally, from the Printing Process section, you can perform the following functions: 

 Click the  icon to minimize the Sellenis Printer Control software to the task bar. 

 Click the  icon to navigate back to the Sellenis Printer Control software Home 

screen. 
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15.0 SECTION 10: IMPORT FILES AND FOLDERS 

The Import Files and Folders section enables you to import files or folders from hard disk, USB 

2storage devices, network, or CD ROM though an interface to the Sellenis Printer Control 

software directory. 

From the Home screen of the Sellenis Printer Control software, you can click the  icon to 

access the Import Files and Folders section. The Import Files and Folders section is displayed: 

Figure 15-1, Importing folders 

 
 
 
 
 
 

 

 

Select the source location, as follows: 

 Click the  icon to import files and folders from the Hard Drive. 

 Click the  icon to import files and folders from the USB Drive. 

 Click the  icon to import files and folders from the Network Drive. 

 Click the  icon to import files and folders from the CD-ROM Drive. 

 

Depending on the selected source location, the available files are displayed. Perform the following 

procedure to select and move files/folders to the Sellenis Printer Control software directory: 

 Click on the folder name to open the folder. 

 Click on the folder or the  icon to select a folder.  

 Click on the file or  icon to select a file. 

 The selected files/folders are displayed with  icon. 
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 Click the  icon to import the selected folders to the Sellenis Printer Control 

software directory. 

 Click the  icon to import the selected files to the Sellenis Printer Control 

software directory. 

 

Additionally, from the Import Files and Folders section, you can perform the following functions: 

 You can also select the folders/files from the Sellenis Printer Control software 

directory and export the files/folders by clicking the  icon or  icon. 

 Click the  icon to minimize the Sellenis Printer Control software to the task 

bar. 

 Click the  icon to navigate back to the Sellenis Printer Control software Home 

screen. 
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16.0 SECTION 11: EVENT LOG 

The Event Log section enables you to view the event log on a daily basis. This section also enables 

you to save the daily event log and filter the event log display. 

From the Home screen of the Sellenis Printer Control software, click the  icon to access the 

Event Log section. The Event Log section is displayed: 

Figure 16-1, Event log 

 
 
 
 
 
 
 
 
 

The events are displayed under day time stamps. You can click on each day to view the events 

occurring on that particular day. The events are displayed with Date/Time, Event, Template, Prints, 

and Info details. 

 Creating Event Log Reports 

From the Event Log section, you can save the existing event logs. To save an event log report, 

perform the following procedure: 

 Click on a day to view the events occurred on that day. 

 Click the  icon from the header bar of the Event Log section. 

The Event Log Report window is displayed. 

 Click the text area adjacent to the File Name field. The alphanumeric keypad is 

displayed. 

 Enter the file name using the alphanumeric keypad. 

 Click the  icon to save the report. 

A message box, confirming the save action, is displayed. Click the Ok button. 

To know more about alphanumeric keypad and numeric keypad, refer to the Onscreen Keypads 

section in Appendix 7. 

Additionally, from the Printing Process section, you can perform the following functions: 
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 Click the  icon to minimize the Sellenis Printer Control software to the task bar. 

 Click the  icon to navigate back to the Sellenis Printer Control software Home 

screen. 

 Selecting Event Logs 

You can choose to view the event log types, in the Event Log section.  

 From the start screen, Click the  icon. The below screen is displayed.   

Figure 16-2, Event log 

 

 

 

 

 

 

 

 

Select and double click the date for which you want to see the log details. The below screen is 

displayed.  

Figure 16-3, Event log 

 

 

 

 

 

 

 

 

 

To return to the event log and view the list of the other dates, double click the date at the top left of 

the above screen. 
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17.0 SECTION 12: INK CARTRIDGE INFORMATION 

The Ink Information section provides details regarding the ink cartridge part number, the initial 

volume of the ink cartridge (as new), ink used, remaining ink volume, current ink level, and the 

estimated number of prints remaining. These parameters are read and stored automatically onto 

the cartridge smart card by the Sellenis software. 

From the Home screen of the Sellenis Printer Control software, you can click the  icon to 

access the Ink information screen. The Ink information screen is displayed: 

The screen shown is not displaying any of the above-listed parameters. Instead, it only displays 

ñNot Read.ò This means that either there are no cartridges inserted onto the printhead, the 

cartridges are not fully inserted, or the cartridges are not recognized by the Sellenis software. 

Figure 17-1, Ink cartridge information  

 

 

 

 

 

 

 

 

Shown below is a screen image displaying the values read from a properly inserted and 

recognizable cartridge in printhead #1. It also shows that the automatic reading of cartridge 2 is in 

progress.  

For details on the inks to be used with the S-Jet 600 Printer, refer to Sellenis ink price list. 

Figure 17-2, Ink cartridge information 
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18.0 SECTION 13: LOGOUT OUT AND POWER OFF 

This section details you on how to logout from the Sellenis Printer Control software Home screen 

and how to close the Sellenis Printer Control software. 

 From the Home screen of the Sellenis Printer Control software, you can click the 

 icon to logout from your account and navigate back to the Welcome screen. 

 From the Welcome screen of the Sellenis Printer Control software, you can click 

the  icon to close the application session. 
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19.0 APPENDIX 1.0 : PRINTER DIMENSIONS 

 

 

 

 

Printer dimensions 
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Figure 19-1, Controller dimensions 
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Appendix 2.0 : EXTERNAL SERIAL DEVICES 
 

 

 

Creating a template/label 

to include data 

from connected External Serial 

Device(s) 
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 Creating a template/label to include data from connected External 
Serial Device(s) 

To add input from a serial device to a template/label, please open the editor screen, create your 

template/label, then click  

The screen shown below is then opened. For example, it is desired to create a template with a 

barcode as shown in template of figure 2, followed by the data from the Serial External Device. 

Figure 19-2, Setting up external serial devices  

 

 

 

 

 

 

 

 

 

 

 

We create the barcode, then we click ñExternal Deviceò; the ñ#External Deviceò object is added to 

the template. Position the text ñ#external Deviceò in the template where you desire the data from 

the connected serial external device to appear on the printed label (see above screenshot, for 

example; position ñexternal Deviceò where we desire the data from the External Device to appear 

in the printed template/label). Save the label/template, as usual. 

 

Now, if the external device object data output is, for example, a number like 126 and the user would 

like to name this, for example LOT:126, then the user needs to click the #External Device object in 

the template, as shown on the screenshot below. 
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Figure 19-3 

 

 

 

 

 

 

 

 

 

 Now press on the gear wheel icon located on the right-side bottom of the 

screen. The  

 Screenshot below is displayed. 

Figure 19-4 

 

 

 

 

 

 

 

 

 

 

 

On this screen, the user can format the output data from the external device, as desired.  

 EXAMPLE 

If output string is "w03238L" and it needs to be converted to "Weight is 323,8 kg,ò then you need to 

set up the following format:  

Check the ñObject User Nameò (see screenshot below), then click the adjacent space and enter: 

Weight is: 

now click the space adjacent to Output Format then enter: {3,3},{6,1} kg 

{3,3} - means take string with 3 chars long starting from 3rd of the output string (w03238L)  
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{6,1} - means take string with 1 char long from the 6th char of the output format (w03238L) meaning take 

number 8 in this case so the printed data would be 323.8 kg 

Figure 19-5 

 

 

 

 

 

 

 

 

 

If output string is "w03238L" and it needs to be converted to simply ñ323,8 kgò then you need not 

to tick ñObject User Nameò but simply to set up the following Output Format: "{3,3},{6,1} kg"  

{3,3} - means take string with 3 chars long, starting from 3rd of the output string (w03238L)  

{6,1} - means take string with 1 char long from the 6th char of the output format (w03238L), meaning 

take number 8 in this case, so the printed data would be 323.8 kg 

 Add leading / trailing text (if required) 

Output format field, as shown above, is a powerful feature but there are also other ways of 

formatting the output data from the serial device: 

- Deleting leading /trailing charsò to delete leading and trailing number of characters 

from the output device string. 

- ñAdd leading / trailing textò to add leading and trailing text. 

- ñReplace byò to replace some text by other desired text. 

- ñFilter out non numeric charactersò to leave only numbers. 

Adding leading and trailing text to the input string from the serial external device can be performed 

using the configuration screen shown in figure 6 above. Alternatively, it can be added and saved in 

the Editor screen, as shown in figure 7. In this example, ñNet weight:ò was added as a leading text. 
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Figure 19-6 

 
 
 
 
 
 
 
 
 

 

 

Before starting to receive and print data received from External Devices, it is necessary to go to 

the print configuration screen and select/tick ñExternal Deviceò printing mode, as shown in figure 8 

below. 

Figure 19-7 

  

 
 
 
 
 
 
 
 
 

 
After loading the previously created template to the printing screen, the ñNO RECEIVEò is shown 

in place where ñRemote Textò was created. It will be replaced by the data sent from the External 

Device once it starts operating and sending data to be printed 

Figure 19-8 
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20.0 APPENDIX 3.0 : BARCODE DATA ENTRY 

 
 
 
 

Barcode Scanner Data Entry 

Software script specifications 

Database content selection 

by 

barcode hand scanner 
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 Database content selection by hand barcode scanner 

 Specifications  

To prevent human errors and make the print job selection easy, a software script will automate this 

process. A USB hand scanner will be used to scan a barcode, which executes the script. A CSV 

database saved on the controller will hold all the information to print. The layout has named variable 

fields that match the names of the headers in the database. The script selects the layout and applies 

only the content of the matched fields from the database to the layout and shows the preview in 

the print screen. The script is written to be flexible with the quantity of variable text, barcode, and 

logo fields as shown in the example. If the layout contains a logo, it has just its location or name 

stored in this database, the database record is used to select the logo file for the layout. The layouts 

can contain different non-database-related fields such as counters, timers, dates and text fields. 

The USB barcode scanner function allows job selection via barcode scanning with no operator 

intervention and no human error 

Figure 20-1 
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 Workflow  

 The operator loads a layout in the print screen on the controller. This layout is 

connected to a CSV database that is stored on the controller  

 The operator has a work order sheet that he received for a specific production run. On 

that sheet, the article number of this production run is printed as a barcode, Art.nr: 34556, for 

example.  He scans this barcode containing the art.nr with a USB handheld scanner 

connected to the controller.  

 The controller looks up the art.nr in the CSV database and applies the records to the 

predefined fields in the layout. The layout contains a logo; it has just its location or name 

stored in this database; the database record is used to select the logo file for the layout.  

 The operator reviews the new content on the screen and starts the print job by 

pressing the play button.  

 The first box triggers the photocell and is printed  

 Example  

Barcode on operatorôs worksheet 

 

 

Print  

 

 

 

Field types  

1. DATABASE_text1  

2. DATABASE_text2  

3. FIXED_TEXT  

4. DATABASE_art.nr  

5. DATABASE_logo  

6. FIXED_TEXT  

7. VARIABLE_FIELD  

8. DATABASE_barcode  
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 Sellenisô Scanner software instructions for use 

 For an administrator (once at the start of new job only):  

In configuration screen, select ñbarcode readerò print mode 

Figure 20-2 

 

 

 

 

 

 

 

 

In Editor screen, create empty template by opening new/blank template; 

Figure 20-3 

 

 

 

 

 

 

 

 

 

Click the add code icon and click the "Barcode Scanner" control; add ñbarcode scannerò to the 

blank template; 
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Figure 20-4 

 

 

 

 

 

 

 

Figure 20-5 

 

 

 

 

 

 

 

Figure 20-6 

In the template, click the ñ#barcode scannerò then click the configuration icon ; the barcode 

scanner dialog screen appears; 

 

 

 

 

 

 

 

Select ñOpen Database >>ò in the screen and then select the database you want to upload. 
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Figure 20-7 

 

 

 

 

 

 

 

 

 

 

Select Field separator and Header, if required;  

Figure 20-7 

 

 

 

 

 

 

 

 

 

 

 

Then press OK to return to the "barcode Scanner" control template;  

In the dropdown list of the barcode scanner dialog, select the field that contains the codes for the 

scanner, then click your selection;  
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Figure 20-8 

 

 

 

 

 

 

 

Tick the "Script" option; 

Figure 20-9 

 

 

 

 

 

 

 

 

 

 

 Then in the ñSelect template field nameò drop down, select the field which contains 

template/layout names; 

 Then click OK and new "#Scanner Code" will be created;  

 Save the template with given name, for example ñScannerò; 

 To prevent operator from opening wrong template/layout, open ñPrinter 

Configurationò and select ñPrinting mode settingsò tab; 

Click ñTemplates Filterò and put the name of the template ñScannerò that has just been created; 
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Figure 20-10 

 

 

 

 

 

 

 

 

   

 Also, in this tab you need to select ñBarcode reader.ò 

Example from customer's database:  

 For the first dropdown list, select "artnr" field name;  

 For the second dropdown list, select "layout" field name;  

For an operator:  

 Open Print screen and load template that was created by an Administrator (if template 

filter was set, then the only template will be in the list).  

 Scan barcode and necessary template should open automatically.  

 Start Print. 
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21.0 APPENDIX 4.0 : CAMERA VISION SYSTEM 

 

 

Track & Test 

Camera & printer  

configuration Settings  
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 Introduction 

Please note that most of the Cognex Dataman camera settings are carried out automatically by 

the Sellenis printer software. The settings that are automatically set or are configured through the 

Sellenis printer software are: 

i. Camera IP address 
ii. Camera port 
iii. Match/no match  
iv. Output delay 
v. Decode timeout  
vi. Data validation  
vii. Data formatting 

 Camera Settings  

The IP address and telnet/camera port must be synchronised between the Cognex camera and 

the Sellenis printer software. This means that on the Sellenis software configuration screen we 

must set the IP address and the port the same as those of the camera. To do this, the camera 

icon must be off (no green icon).  

Figure 21-1 

 

 

 

 

 

 

 

To obtain the IP address of the camera, we need to start the Cognex Dataman software, which 

then displays the start-up screen as shown in figure below.  The camera IP address is shown in 

the column entitled ñAddressò. In figure 2 below the IP address is shown as 169.254.86.162 

Figure 21-2 
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Now we need to make sure that the Telnet Port of the camera and the port on the sellenis 

software configuration screen match. To find out the Telnet port of the camera, we need to open 

the ñCommunication Settingsò of the camera and then open the Telnet tab as shown below. 

 

Default port is 23 but if necessary, it can be changed by the user to any convenient port as long 

as the port number of the camera is set the same as that of the Sellenis printer software and vice 

versa. 

Figure 21-3 

 

 

 

 

 

 

 

 

Note: 

If the dataman camera icon fails to display as per Figure 2 above and we can only see the line 

above it i.e RTM etcé. then please try the following steps. It usually resolves the issue and the 

dataman get discovered together with its IP address. The steps to undertake are: 

1. Power down the reader by unplugging it or unscrewing the power cable. 

2. Press and hold down the trigger button on the camera (see below picture). 

3. Continue holding the trigger button and power the reader back on. 

4. Keep the trigger button held down until the boot up is complete. You should see the lights alternate green 
and red. When they stop and the reader beeps, it is complete. 
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 Light and imager settings 

Next click on ñlight and imager settingsò and set exposure to Automatic  

 

Figure 21-4Automatic exposure 

 

 

 

 

 

 

 

 

 Data validation  

Warning: Data validation is set automatically by the Sellenis software.  Please check it only on the 

camera if there are problem reading the codes. Click on the data validation icon and check that 

ñpattern-matching validationò is selected for all the barccodes you are printing. If ñpattern-

matching validationò restart Sellenisô software 

Figure 21-5, Pattern matching validation 

 

 

 

 

 

 

 Data formatting 

Warning: Data Formating is set automatically by the Sellenis software.  Please check it only on 

the camera if there are problems reading the codes. Click on the data formatting icon and check 

that ñBasic Formattingò is selected.  If ñBasic formattingò is not selected restart the Sellenis 

software 
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Figure 21-6, data formatting  

 

 

 

 

 

 

 

 Printer Configuration settings 

As shown in figure below, the icons of both cameras must be turned off (not Green) so that we 

can set the camera output delay and the cameras decode timeout. In below figure these are set 

at 5000ms (5 secs) and 100 ms respectively.  

Figure 21-7, Output delay & decode timeout 

 

 

 

 

 

 

 

Once these are set, please click on the camera icons to turn these green and lock the settings  

Figure 21-8, Cameras ON 

 

 

 

 

 

 

 

 

 












































































































