I ‘ .
nnavation in Industrial Inkjet Technology

Sellenis S-Jet mini-100
Installation Manual
V2

P 1245480
ALy

& sJet mini #1

£x Configuration
rint

Page 1 of 19



S I ‘ -
nnavation in Industrial Inkjet Technology

Contents

2.0 =YY A2 o] 02 0T 14 T o TSRS 5
3.0 AUGIBNCE ...ttt ettt s ettt e st e e sttt e bt e e s bt e e bt e e sab e e s bt e e sabeesabeeesbeesabeeesabeesabeesaneeesabeeeneeas 6
4.0 (00T oY T =] o | USRI 6
5.0 [T Eol 111 0 =Y T USSP PP URPUPOPRRRPPRN 6
6.0 Limitation Of Hability ...c.eeee et e et e e e et e e e e srte e e e snteeeeenaraeeeenns 7
7.0 S-Jet mini printer PaCk COMPONENTS.....cccuiiiiieiiee et e e e e e s sb e e s s sabee e s ssabeeesenarees 8
8.0 S-JEE MINT FBAT VIBW ittt ettt e e e e st e e st e e s e nr e e e s e nre e e s e nreeesenreeesennnens 9
9.0 S-JEE MINI FIrONT VIBW ...ttt st ettt e s b e sae e st e s abe e b e e nbeenbeesneas 10
10.0  S-Jet Mini iNPUES/OULPULS POITS...cuviiiiiiiieiee ettt et ettt et tee e eete e e tee e ebee e baeesabeeeetaeeeateeeseeesaseeennes 11
11.0 Printing vertically down: S-Jet mini MOUNTING..........eiiiiiiiie e e e e e e e 12
12.0  Printing Vertically Down; S-Jet mini MOUNTING.........viiiiiiiieiiiec e e 13
13.0  Printing Sideways: S-Jet Mini MOUNTING ...ccoiiiiiiiiiiiee e bre e e s sabee e e e nares 14
14.0 Printing Sideways: S-J&t MinNi MOUNTING ...ccccciiiiieiie e e e e e e e e srr e e e eabee e e eeares 15
15.0 Printing Sideways: S-J&t Mini MOUNTING ....ccccuiiiieiiie e e e e e eare e e e eabe e e s eeares 16
16.0  S-Jet mini Profile diMENSIONS. ......cociiiiiiiiiieee e s s 17
17.0 S-Jet mini cartridge insertion and reMOVAl .........cccuuiiiiiiiiiice e 18
18.0 S-Jet miniintegrated Product DELECLOIS ....cccuuviiiiiiieeeciee ettt s e e s rbee e e e aree e e e ares 19

Page 2 of 19




1. S-Jet mini user interface operation options:

There are four options of interacting with and controlling the Sellenis S-Jet mini printer.
These four options are:
1.1 Using the OLED user interface

The user can Interact and run the S-Jet mini using the OLED screen and Keys (see user

interface operator flowchart in the below pages)

1.2 Using the 7” monitor screen

The user can Interact and run the S-Jet mini using the 7” high resolution monitor screen.
This option allows the user to connect to our 7” monitor using the provided HDMI cable.
If the user decides to use this option, then, there is no need to run and control the S-Jet
mini using the OLED and keys. Using this option, the user can simply use a mouse to
run the sellenis software in the same way as running our standard S-Jet 600 series

printers.
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1.3 Using any standard PC monitor

This option is the same as the option with the 7” monitor in option 2 above. The user can
connect any standard HDMI monitor using HDMI cable and interacts and runs the S-Jet

mini using a mouse.

S —

.
i Msellenis

1.4 Using mobile phone

To use this option the user needs to open Google “Play store” on their mobile phone
then type sellenis. Thereafter, download the sellenis SJetEasy mobile all.

Alternatively, scan the below 2D barcode with your mobile phone.

245 A% - ) 07540
< Home

= Sjet mini #1

2 Configuration
W cartridges
«a User Management

Video link: https://youtu.be/P-layfSFbhQ
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2.0 SAFETY INFORMATION

Ensure that you have read and understood this User Manual before installing and operating
the S-Jet mini 100 Printer Hardware. Additionally, make note of the following important

points:

e Read the relevant Material Product Data Sheet (MSDS) before storing, handling,
transporting, or using the ink cartridges.

e Do not open any enclosed components of the controller or printheads. There are no

user-serviceable parts present inside the controller or printheads.

e Make sure that the mains power switch where the printer 24 volts power supply is
plugged in is turned OFF before connecting the power supply cord to the printer. Also,

ensure that the local power plug is connected properly.

Turn OFF the power switch and disconnect the power cord before performing any of the

following:
e Opening the controller enclosure
e Making any external wiring connections

e Connecting or disconnecting any photocell, shaft encoder, or other component

connected to the printer.

Ensure that all the external cables, including the power cable, are braced and hidden from

the printed products and the conveyors, to avoid contact.
Use only lint-free wipes to clean the cartridge nozzles.

Ensure that proper adjustment and alignment of the printer are done to protect them from
contact with side rails and product guides.

Recycle empty ink cartridges according to local regulations.

Any faults or problems that can negatively affect safety must be repaired immediately. These
include, but are not limited to, the following:

- Plugs

- Cables

- Enclosures

- Movable mechanical components (such as measuring wheels, shaft encoder)

Page 5 of 19



In the case of a defect, the S-Jet mini 100 must be immediately shut down and only allowed

to be restarted after it has been properly repaired

During installation, ensure that the cartridges can be replaced without the risk of injury from

moving machine parts

3.0 AUDIENCE

This User Manual is intended for the users of the S-Jet 600 Printer. This Manual guides
you through the process of installing the printhead and configuring the S-Jet 600 Printer,
as well as the usage of Sellenis Printer Control Software.

4.0 COPYRIGHT:

This manual is copyright protected and intended for internal use only. Copyright © Sellenis
Ltd 2022.

The contents of this manual are subject to revision without prior notice. Sellenis is a
registered trademark of Sellenis Limited UK.

All other trademarks belong to their respective owners

This manual could include technical or other inaccuracies or typographical errors. Changes
are periodically added to the information herein; these changes will be incorporated in future
revisions of the manual. Sellenis may make improvements and/or changes in the use,

specifications, or operations described in this publication at any time.

5.0 DISCLAIMER:

Sellenis has made every effort to ensure that this Manual is accurate; Sellenis disclaims

liability for any inaccuracies or omissions that may have occurred.

Sellenis does not warrant that the hardware will work properly in all environments and
applications, and makes no warranty and representation, either implied or expressed, with
respect to the quality, performance, merchantability, or fitness for a particular purpose.

Sellenis reserves the right to make improvements to this User's Manual and/or to the

products described in this User's Manual at any time without notice.
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6.0 LIMITATION OF LIABILITY

All the information and instructions in this manual were compiled in consideration of the
current standards and provisions, latest technology and our many years of know-how and

experience.

The manufacturer is not liable for damages resulting from:

ignoring the manual

- improper use

- use of untrained staff
- arbitrary modifications

- technical alterations

use of unapproved spare parts

The actual scope of delivery may differ from the explanations and illustrations provided
herein in the case of special designs, additional order options or after recent technical

changes.

The obligations agreed upon in the supply agreement, the general terms and conditions, the
manufacturer’'s delivery terms and the statutory provisions applicable at the time of

conclusion of the contract are applicable.

We reserve the right to make technical updates in the course of improvements to the

performance characteristics and on-going development.
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7.0 S-JET MINI PRINTER PACK COMPONENTS
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DESCRIPTION

QTY

PRINT HEAD

MOUNTING TUBES 300MM

CROSS CLAMP

BASE CLAMP

POWER PACK

PRINT CARTRIDGE

MAINS LEAD

SCREW SKT HD CAP M5 x 25

SCREW SKTHD CAP M5 x 10

WASHER PLAIN M5

:Sxooowo\cn-hwm—'

NUT NYLOC M5

NIONN N —|—=|—[N|—|N|—
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8.0 S-JET MINIREAR VIEW

ITEM NR.

DESCRIPTION

J—

STATUS LED's GREEN-AMBER-RED

POWER LED GREEN

DISPLAY SCREEN AND CONTROL KEYS

? WAY SUB-D FOR CONNECTION TO SHAFT
ENCODER AND EXTERNAL PHOTO-CELL

ETHERNET CONNECTION RJ45

USB-A SOCKET 1

USB-A SOCKET 2

POWER PACK CONNECTION

N0V |~ M WIN

INK CARTRIDGE LATCH

o

INK CARTRIDGE
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9.0 S-JET MINI FRONT VIEW

VA

ITEM NR.

DESCRIPTION

1

DISPLAY PANEL AND LED STATUS

INK CARTRIDGE

PRODUCT SCRAPER PLATE

PHOTO-CELL DETECTOR RH MOVING PRODUCT

INK CARTRIDGE NOZZLE PLATE

PHOTO-CELL DETECTOR LOW LEVEL

N[O AWM

PHOTO-CELL DETECTOR LH MOVING PRODUCT
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Sellenis

10.0 S-JET MINI INPUTS/OUTPUTS PORTS
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ITEM NR

DESCRIPTION

|

? WAY D-SUB CONNECTOR PLUG FOR
EXTERNAL PHOTO-CELL AND SHAFT ENCODER

ETHERNET

USB 2.0 TYPE A FEMALE x 2

POWER JACK

AWM

HDMI

PIN NR

DESCRIPTION 9 WAY D

PHOTO-CELL 24V

PHOTO-CELL GND

PHOTO-CELL SIGNAL

SPARE GND

SHAFT ENCODER 24V

SHAFT ENCODER GND

SHAFT ENCODER SIGNAL A

SPARE GND

O 00 (N[O AW N —

SHAFT ENCODER SIGNAL B
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11.0 PRINTING VERTICALLY DOWN: S-JET MINI MOUNTING
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12.7 Print height 47 Minimum distance to first
| nozzle from side conveyor

Installation diagram Top down printing
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12.0 PRINTING VERTICALLY DOWN; S-JET MINI MOUNTING

Sellenis

TEM | PART
NoY | NUMBER DESCRIPTION QY.
CROSS CLAMP RK
1| SL0T.2665 1 ¢ 0001 8ACSRIBR18-K-KU-12-18 2
2 | SL101.0649 MOUNTING TUBE 300MM 2
BASE CLAMP RK K20018ACSR18-FK-

3 | SL501.2664 S k2001 3
4 | MC120059 |  SCREW SKT HD CAP M5 x 25 4
5 | SL501.0139 NYLOC NUT M5 SS 4
6 | MC120265 WASHER PLAIN M5 10
7 |MC120055| SCREW SKTHD CAP M5 x 10 2
8 |SL101.0650| MOUNTING TUBE 1000MM 1
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13.0 PRINTING SIDEWAYS: S-JET MINI MOUNTING

'LE(';/‘ PART NUMBER DESCRIPTION QY.
CROSS CLAMP RK
1 SL501.2665 KOOO18ACSR18R18-K-KU-12-18 1
2 MC 120265 WASHER PLAIN M5 6
3 MC 120055 SCREW SKT HD CAP M5 x 10 2
BASE CLAMP RK K20018ACSR18-
4 SL501.2664 AT 2
5 SL101.0649 MOUNTING TUBE 300MM 2
6 MC 120059 SCREW SKT HD CAP M5 x 25 2
7 SL501.0139 NYLOC NUT M5 SS 2
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14.0 PRINTING SIDEWAYS: S-JET MINI MOUNTING

ITEM NR.

DESCRIPTION

WASHER PLAIN M5 §§

SCREW SOCKET HEAD CAP M5 x 10 §S

BASE CLAMP 18mm TUBE

TUBE HORIZONTAL 18mm

SCREW SOCKET HEAD CAP M5 x 25 SS

TUBE VERTICAL 18mm

NUT NYLOC M5 SS

O NN WIN—

CROSS CLAMP 18mm
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15.0 PRINTING SIDEWAYS: S-JET MINI MOUNTING
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Installation diagram side printing
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16.0 S-JET MINI PROFILE DIMENSIONS
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S-Jet mini 100 Profile Dimensions
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17.0 S-JET MINI CARTRIDGE INSERTION AND REMOVAL
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18.0 S-JET MINI INTEGRATED PRODUCT DETECTORS

?3.0

592.0

ENR=IREY

23.4

12.7 Print Height

6.4

17.0

-

18.0

52.0

/7.8
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